Coast Guard, DOT

inspection, Form CG-854, shall be
issued pending the issuance and deliv-
ery of the regular certificate of inspec-
tion. Such temporary certificate shall
be carried in the same manner as the
regular certificate and shall in all ways
be considered the same as the regular
certificate of inspection which it rep-
resents.

Subpart 189.05—Permit to
Proceed to Another Port for Repair

§189.05-1 When issued.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to proceed
to another port for repair, Form CG-
948, to a vessel, if in his judgment it
can be done with safety, even if the
certificate of inspection of the vessel
has expired or is about to expire.

§189.05-5 To whom issued.

(a) Such permit will only be issued
upon the written application of the
master, owner, or agent of the vessel.

§189.05-10 Conditions of permit.

(a) The permit will state upon its
face the conditions under which it is
issued.

§189.05-15 Posting.

(a) The permit shall be carried in a
manner similar to that described in
§189.01-5 for a certificate of inspection.

Subpart 189.15—Inspection of
Vessels

§189.15-1 Standards in inspection of
hulls, boilers, and machinery.

In the inspection of hulls, boilers,
and machinery of vessels, the stand-
ards established by the American Bu-
reau of Shipping, see part 188, subpart
188.35 of this chapter, respecting mate-
rial and construction of hulls, boilers,
and machinery, and certificate of clas-
sification referring thereto, except
where otherwise provided for by the
rules and regulations in this sub-
chapter, subchapter E (Load Lines),
subchapter F (Marine Engineering),
subchapter J (Electrical Engineering),
and subchapter W (Lifesaving Appli-
ances and Arrangements) of this chap-

§189.20-15

ter shall be accepted as standard by the
inspectors.

[CGD 84-069, 61 FR 25312, May 20, 1996]

Subpart 189.20—lInitial Inspection

§189.20-1 Prerequisite of certificate of
inspection.
(a) The initial inspection is a pre-
requisite of the issuance of the original
certificate of inspection.

§189.20-5 When made.

(a) The initial inspection will only be
made upon the written application of
the owner or builder of the vessel to
the Officer in Charge, Marine Inspec-
tion, on Form CG-3752, Application for
Inspection of U.S. Vessel, at or nearest
the port where the vessel is located.

§189.20-10 Plans.

(a) Before application for inspection
is made, and before construction is
started, the owner or builder shall have
plans approved by the Commandant in-
dicating the proposed arrangement and
construction of the vessel.

(b) The procedure for submitting
plans and the list of plans to be sup-
plied is set forth in subpart 189.55 of
this part.

§189.20-15 Scope of inspection.

(a) The initial inspection, which may
consist of a series of inspections during
the construction of a vessel, shall in-
clude a complete inspection of the
structure, machinery, and equipment,
except scientific equipment which does
not affect the safety of the vessel or
personnel, but including the outside of
the vessel’s bottom, and the inside and
outside of the boilers and unfired pres-
sure vessels. The inspection shall be
such as to insure that the arrange-
ments, materials, and scantlings of the
structure, boilers and other pressure
vessels and their appurtenances, pip-
ing, main and auxiliary machinery,
electrical installations, lifesaving ap-
pliances, fire detecting and extin-
guishing equipment, pilot boarding
equipment, pollution prevention equip-
ment, and other equipment fully com-
ply with the applicable regulations for
such vessel and are in accordance with
approved plans, and determine that the
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